SPECIFICATIONS

PROPOINT

Section 045200 – Masonry Restoration & Cleaning

1. PART 1 GENERAL

1.1 SECTION INCLUDES

A. Mortar for re-pointing mortar/grout joints on various types of masonry units including brick, stone, block, etc.  

1.2 QUALITY ASSURANCE

A. Perform work in accordance with manufacturer’s printed instructions.

B. Maintain one copy of document on site.

1.3 QUALIFICATIONS

A. Manufacturer:  Company specializing in manufacture of specially designed and formulated mortars for tuck-pointing masonry units with five years minimum experience.

B. Applicator:  Certified and approved by manufacturer.

1.4 SUBMITTALS

A. Submit product data information.

B. Include details of product description, tests performed, limitations to application, cautionary procedures required during application, and chemical properties

C. Submit manufacturer’s installation instructions.

D. Submit manufacturer’s certificate that products meet or exceed specified requirements and that their application was according to manufacturer’s recommendation.

E. Submit manufacturer’s certificate that products supplied comply with local regulations controlling the use of volatile organic compounds (VOC).

F. Submit manufacturer’s test and inspection reports.

1.5 PRE-INSTALLATION CONFERENCE

A. Convene a pre-installation conference one-week prior, to commencing work of this Section.

B. Review installation procedures and coordination required with related work.

1.6 FIELD SAMPLE

A. Apply coating to 24 sq. ft area of each type of joint and/or masonry unit to be, restored where directed by Architect.

1.7 WARRANTY

A. Provide manufacturer’s 5-year warranty for materials.

1.8 REGULATORY REQUIREMENTS

A. Comply with all current federal, state, and local volatile organic compound (VOC) regulations.

1.9 ENVIRONMENTAL REQUIREMENTS

A. Do not install mortar when ambient temperature is lower than 40 degrees F or higher than 100 degrees F.

B. Do not install mortar without adequate moisture in masonry units.

2. PART 2 PRODUCTS

2.1 ACCEPTABLE MANUFACTURERS

A. EPRO Services, Inc. 800-882-1896.

2.2 MATERIALS

A. [image: image1.wmf]PROPOINT, a specially blended, all-natural material, mortars that contain no super-plasticizer or acrylic with the following specifications.

3. PART 3 EXECUTION

3.1 INSPECTION

A. Verify replacement masonry units have been, installed and mortar is cured

B. Verify joints have been raked or ground to a consistent depth of ½ inch or more before application of mortar. If stripping the joint, the filling of deeply tooled square joints, this step is not necessary

C. Beginning of installation means acceptance of substrate.

3.2 PREPARATION

A. Remove loose particles and foreign matter from joints.

B. Remove oil or foreign substance with a cleaner that will not affect bonding of mortar.

C. Moisten masonry units to prevent excessive absorption moisture from the mortar.

D. If applied on unscheduled surfaces, remove immediately, by approved method.

3.3 FIELD QUALITY CONTROL

A. Field inspection and testing will be performed.

B. Manufacturer of the restoration mortar shall provide the inspection services as required.

3.4 APPLICATION

A. Delay work if inclement weather conditions are present or temperatures are unacceptable.

B. Blend powdered mortar with water, at rate of 1 quart to 10 pounds mortar.  Mix with paddle mixer. Let stand 15 min. and remix. 

C. Test for proper consistency by filling a mortar tube and shaking in a vertical position. The mortar should hang out of the tube approximately 1 inch. If too loose add mortar, if too thick add water. 

D. The application gun should be oiled and the rubber washer should be snug to the side of plastic, refillable mortar tubes. The mortar tubes should be damp and free of dried mortar the sides. Fill multiple tubes prior to beginning application to increase productivity.

E. Application should begin at the highest part of the wall and proceed in horizontal bands downward convenient to the scaffolding set up. Start an area by filling vertical/head joints from bottom to top with beveled side of nozzle facing up. Then begin filling horizontal/bed joints with the beveled side of nozzle facing in the direction of movement. The joints should be filled even to the surface of the masonry units. The mortar may also be placed with a hock and trowel or a mortar/grout pump.

F. The mortar should be allowed to achieve its initial cure prior to tooling. This is usually 15 to 30 minutes or when the sheen is gone from the mortar surface.

3.5 PROTECTION AND CLEANING

A. Protect adjacent surfaces from damages and stains.

B. Clean materials from surface of masonry units with a dry brush or piece of carpet.

C. Highly absorbent masonry may require misting with water to reduce the premature curing of mortar.

D. Protect finished installation.

Specification Writer:

Contact EPRO Services before writing specifications with this product.  Test information available upon request.
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		MORTAR		Paver		Standard		Special		Landmark

		ASTM Type		S		N		M		O

		VOLUME

		Blended Cements		1		1		1		1

		Lime Blends		0.5		1		0.25		6

		Silica Sands		3.25		3		2.5		2

		COMPRESSIVE STRENGTH

		PSI 28 Days		2,600		2,100		6,100		800

		AIR CONTENT		6%		4%		2%		6%






